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Problem: directionally controlled insertion of  tooint along its length to describ
instruments. the shape and orientation of

Current sampling strategies to

characterize soil androundwater bonet .
contaminationare oftenlimited by InStramame e
Truck

the cost ofinstalling monitoring

wells. The alignment of the well or = Storage
the device inserted intthe soil is 1\ ] Tank
conducted on an aim-and-shoot © Y ©)

basis with only  broad
approximations of the actual
locations ofsamplingpoints. True | Underground Storage
directional control or even accurate Tank
knowledge of the location of the
point being sampled 80t known,

when in fact small errors in

approximations of sampling location
can have a significant impact on the
interpretation ofplume origins and

Redirection
Within Same Penetrometer
Hole

~\

e

other characteristics. Benefits: centerline between east of
points.

Solution: »Immune to magnetic materials that

are located beneatlandfills, and Measurement is made by inserting
A unique real-time, in situ POsition  building foundations an instrumented pipe section \Whose
LOcation (POLO) determination nterline corresponds  to  the
device which is smallethan other »More timely, more costeffective  centerline othe borehole. Strain
devices and not influenced by and safer site characterization gauge measurements on the wylls o
magnetic material was developed. tlest section provide trajectory
The Polo system offers, for the first »Potential for futuredelivery of information. The measurement
time, the ability to map the position ampling devices module advances as pe
of characterization sensors in a penetrometer rod is pushed infp the
borehole simultaneously with their Technology: borehole; it thus traverses the lghgth
insertion. Additionally, of the borehole making

development of the position location  The bas@ncept of the POLO measurements of klode axis at
tool opens thedoor to future system is talefine the trajectory of  successive measurement points
developments whickvill allow for  a borehole by navigating from point As a kdyOE need is the
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fcharacterization of siteshrough  Demonstration at th&avannah Contacts: \
underground directsampling, or  River Site (SRS) in July 1994.
through  the monitoring  of UTD, Incorporated develops
underground conditions. The Under thentract, one prototype  piion location systems th
POLO system is believed to be the POLO syst@@LO rod, data adress the current operation
only downhole position location acquisition system, amtlalizer) constraints of penetrometers al
tool which will meet the operational plus a spare POLO downhole rbgimeters.For information on this
constraints of penetrometers and were manufactured. Based on project, the contractor confact i
lysimeters as they are currently used lessons learned initiaiseffort,
and provide accurate downhole anew UTD contract (See Page 111, Principal Investigator:
three-dimensional position  METC contract number DE-AR21William Hutzel
determination. Further, the POLO 94MC31178) was awarded to UTD, Inc.
system, used in conjunction with ainclude the integration of a 8560 Cinderbed Road Suite 13Qp
steerable head, offers the oportunity neoercialPOLO system with the  Newington, VA 22122
to significantly extend the SCAPS truck. Phone: (703) 339-0800
application of existing sampling Fax: (703)-339-6519
techniques from their current mode  The POLO system (the strain gaged  E-mail: None
of operation in vertical approximate  rod arbde tracking algorithm,
location penetrations to both angled  which are the heart cfygtem) DOE's Morgantown Energy
insertion and directionalontrol of has been patented.There is d&echnology Centersupports the
insertion to specific locations. commercROLO system at SRS  Environmental Management - Office
(POLOrod, downhole electronics, of Science and Technology |py
The POLO system has the potential  initializer, arwmputer). The contracting the research d
to provide a reduction in public and  property waScially transferred  development of new technologigs
occupational health risk agell as earlier this year. for waste site characterization ghd
environmental risk by providing cleanup. For information regarding
greater capability icharacterization UTD is actively marketing the this project, the DOE contact i§:
and monitoring through directional  product and resported to be
placement of sampling devices makimgpgress. Currently, UTD DOE Project Manager:
adjacent to steel athermagnetic  is manufacturing BOLO- based John R. Duda
material. Time of remediation will  tramg systemfor use inside of Morgantown Energy Technolofy
also be improvediue to reduction drill strings. This activity ideing Center
in  characterization time and funded by a commercial driling 3610 Collins Ferry Road
monitoring device installation time, company. In additi€ifD has Morgantown, WV 26507-8880
both of which affect remediation  been marketing the PGyS2em to  Phone: (304) 285-4217

time. penetrometer contractorselling Fax: (304) 285-4403
the system as a bend indicator E-mail: jduda@metc.doe.gov
Project Conclusion: warning system, iraddition to a

path tracking device. The fruits of
The subject contract ended in these efforts are expected in the
September 1994Development of  next one to two years.
the POLO System concluded in with
production and demonstration of a  UTD expects to manufaceiie,
full-scale, integrated system. A  and service POLO uni§.D has
preliminary field trialwas conducted  theapability toproduce a POLO
at the FortBelvoir Army Base in  system isix to eight weeks, after
Northern Virginia during June 1994.  receipt of an order.
Thiswas a prelude to performing a
Full-scale Integrated System
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